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Holland Center 

Location and Directions 

Location: 1200 Douglas Street,  Omaha, NE 68102 

Stage door is located on Dodge Street between 12th and 13th St. 
 

Directions from I-29: Follow I-29 N (I-29 and I-80 merge in Council Bluffs) to the Left I-480 West/HWY 6 Exit 53B to Nebraska; 
Follow Exit 4 HWY 6/Dodge St. (Century Link/Eppley Airfield Exit); Continue on Dodge Street West to 12th St and the Loading 
Area will on the left. 
 

Directions from I-80 Eastbound: Follow I-80 East to the Right I-480 N Exit 452 toward Eppley Airfield; Continue on I-480 N and 
follow to I-480 East toward downtown; Continue on I-480 East to the Century Link Exit 3A on the Right; Follow the Century Link 
Exit to Capitol Ave. and take a left; Follow Capitol Ave to 12th St. and take a Right; Go one block South to Dodge St and take an-
other Right; The Loading area is immediately after the turn on the South side of the Street. 
 

Directions from I-80 Westbound: Follow I-80 W until I-29 and I-80 merge in Council Bluffs; Follow I-29 N to the Left I-480 
West/HWY 6 Exit 53B to Nebraska; Follow Exit 4 HWY 6/Dodge St. (Century Link/Eppley Airfield Exit); Continue on Dodge 
Street West to 12th St and the Loading Area will on the left. 
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Holland Center 

Building Layout “O” Level 

Dressing Rooms 
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Cassling Education Studio 
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Emergency Exit Staircase 
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(Please Discuss During Advance) 
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KIEWIT CONCERT HALL 
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Peter Kiewit Concert Hall 
Stage and Room Information 

Entrances 

2— Down Stage Left and Right 
2— Center Stage Left and Right 

2— Upstage Left and Right 
2— Stairs DSR & DSL available 

Stage Dimensions 

Downstage PL— 66’8” 

Upstage Wall— 47’10” 

Depth— 48’ 
Ceiling— 67’3” 

Mix Pos. to DSE— 62’ 
Mix Pos. Size— 9’3” x 8’9” 

Lighting Booth to DSE— 96’ 

Lifts 
Access directly from loading docks 

to stage lifts (50’) 
1— Piano lift, down stage center 
2— Equipment lifts, upstage third 
of stage flooring; 42,000lbs. each 

Projection Distances: 

Projection Booth to: 
Balcony Rail— 23’ 
#1 Electric—  99’ 
#2 Electric— 113’ 
#3 Electric— 127’ 
#4 Electric— 141’ 
#5 Electric— 151’ 
#5 Electric— 150’ 

Rigging Notes: 

Acoustical reflectors hang  
between electrics and  

DO NOT move. 
Points can be placed at Center & 

20’ R/L of center and  
up to 1’ US of #1 LX. 

+/- 1’ of #2-4 LX shown    . 
Blue Boxes are doors in reflectors  
for hanging R/L Audio clusters. 

Seating Capacity 

Orchestra— 736 

Orchestra Circle— 324 

Orchestra Boxes— 24 

First Tier— 280 

First Tier Boxes— 32 

Second Tier— 570 

Second Tier Boxes— 32 

 Total- 1998 

(Orchestra Sound Mix Kill— 23) 

CL
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Peter Kiewit Concert Hall 
Carpenter Information 

(All Items are Subject to Availability and Need to be Discussed During Advance)  
 

Soft Goods 

Choral Balcony Rail Drop Black (Black) ................................................................................................ 1 

14’ x 19’ Legs (Black) ............................................................................................................................. 2 

14’ x 19’ Legs (Black) ............................................................................................................................. 2 

11’ x 26’3” Legs (Black) ......................................................................................................................... 2 

15’ x 20’ Backdrop (Black) ..................................................................................................................... 1 

10’ x 26’4” ............................................................................................................................................... 2 

 

Orchestra Chairs/Music Stands 

17.5” Black Padded Wenger Chairs ........................................................................................................ 75 

18.5” Black Padded Wenger Chairs ........................................................................................................ 25 

Cello Black Padded Wenger Chairs ........................................................................................................ 10 

16.5” Black Padded Wenger Chairs ........................................................................................................ 2 

Wenger Music Stands .............................................................................................................................. 80 

Wenger Wood Top Stools ....................................................................................................................... 6 

Conductors Podium ................................................................................................................................. 1 

3.5’ x 4.5’ Cello Podium .......................................................................................................................... 1 

Conductors Music Stand .......................................................................................................................... 1 

 

Staging 

(All Decks are 2 sided Stage Right Brand-Black Laminate/ Carpet)  
4’ x 8’ Deck ............................................................................................................................................. 30 

4’ x 8’ x 24-32” Support .......................................................................................................................... 12 

Stairs (3 Steps w/Rails) ............................................................................................................................ 2 

8’ x 24-32” Skirt ...................................................................................................................................... 9 

4’ x 24-32” Skirt ...................................................................................................................................... 2 

48” x 42” Rail .......................................................................................................................................... 2 

8’ x 42” Rail ............................................................................................................................................. 9 

4’ x 8’ x 12-16” Support .......................................................................................................................... 6 

96” x 12-16” Skirt .................................................................................................................................... 4 

4’ x 8’ x 8” Support ................................................................................................................................. 2 

 

Choir Risers 

(Attach to Existing Choral Balcony– Installation  Determined During Advance) 
Stage Right Custom Decks ...................................................................................................................... 24 

3 Level Support ........................................................................................................................................ 5 

67” Skirt ................................................................................................................................................... 8 

Chair Stops ............................................................................................................................................... 26 

Guardrail 32” ........................................................................................................................................... 14 

 

Pianos 

9’ Steinway D Concert Grand Piano ....................................................................................................... 1 

Steinway Upright ..................................................................................................................................... 1 

6’ Boston Baby Grand ............................................................................................................................. 1 

Boston Upright ......................................................................................................................................... 1 

Stools 

Wood Barstool ............................................... 2 Wood Barstool (Black) ............................ 1 

30” Upholstered Barstool with Back ............. 2 Adjustable Barstool ................................. 2 
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Peter Kiewit Concert Hall 
Concert Lighting System Specifications 

 

Fixtures 

S4- 5o in Front of House Ceiling Cove .................................................................................................... 6  
S4- 10o in Front of House Ceiling Cove .................................................................................................. 28  
S4- 19o in Stage Left and Stage Right Ceiling Cove ............................................................................... 10ea  
S4- 26o in Stage Left and Stage Right Ceiling Cove  .............................................................................. 12ea  
S4- 36o Available to Hang on 5th Electric for Choir ............................................................................... 8 

S4- 26o on 2nd Electric (see plot for location) ........................................................................................ 2 

S4- S2 LED w/ Fresnel lens (Electrics 1-4 see plot for location) ............................................................ 36 

S4- Par w/ MFL lens (Electrics 1-4 see plot for location) ....................................................................... 48 

Robe MMX Blade (Electrics 1-4 see plot for location) ........................................................................... 35  
Strong Super Trouper 2k Spots in Attic Booth ........................................................................................ 2 

Music Stand Lights .................................................................................................................................. 47 

Small Cliplights ....................................................................................................................................... 3 

 

Other 

Size A Source 4 Pattern Holder ................................................................................. 5 (Dance Studio) 
6” Top Hat ............................................................................................................................................... 11 

7.5” Top Hat ............................................................................................................................................ 8 

 

Control 
ETC Cobalt 20 w/ 8 universes (v 7.2) ..................................................................................................... 1 

Congo Radio Remote Focus Unit (cRRFU) ............................................................................................ 1 

Strand 100 Lighting Console (Dance Studio) .......................................................................................... 1 

 

NOTE: 
Electrics are 2 3/8” pipe and standard clamps do not work but ETC C-clamps do. 
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Peter Kiewit Concert Hall 
Concert Audio System Specifications 

 

Main PA 

D&B Audiotechnik 

 

Left/Right Arrays ............................................................ Q1 Loudspeakers .......................................... 11ea 

Center Fill ....................................................................... Qi10 Loudspeakers ....................................... 2 

Front Fill ......................................................................... T10 Loudspeakers ......................................... 8 

Subwoofers (Mono or Stereo .......................................... JSub per side ................................................. 1 

Left/ Right Balcony Delays ............................................ Q1 Loudspeakers .......................................... 3ea 

Box Fill Speakers (1 per side per level) .......................... E8 Loudspeakers ........................................... 6 

 

All loudspeakers are driven by D&B Audiotechnik D12 amplifiers except T10’s  & E8’s are driven by D&B Audiotechnik D6 amplifiers. 
 

Stage Monitor System 

D&B Audiotechnik 

 

Amplifiers 

D12 .......................................................................................................................................................... 5 

D6 ............................................................................................................................................................ 2 

 

Speakers 

M6 (12” coaxial) ..................................................................................................................................... 8 

M4 (15” coaxial) ..................................................................................................................................... 2 

B4 (15” coaxial sub) ............................................................................................................................... 2 

 

Monitor Console 

 

Yamaha M7CL 48 channel 16 bus digital console. 
Fed via 56 channel Whirlwind Super Concert 3-way Lundahl transformer isolated splitter. 

 

FOH Mix Position 

 

FOH Mix is located 62’ from DSC.  The mix position is 9’3” wide by 8’9” deep and is located house left of center. 
 

House Console 

Digico SD10 96ch Console 

The SD10 has 8 local analog XLR inputs & outputs as well as 8 local AES inputs & outputs. 
FOH Drive is via OptoCore 96k redundant fiber optic loop,  

Amplifiers are fed AES from Mini-Rack located in amplifier room. 
 

2 SD Stage Racks Located Offstage Left 
Rack 1 has 56 analog XLR inputs, 16 AES outputs, and 16 analog XLR outputs. 

Rack 2 has 32 analog XLR inputs. 
 

Choir Loft 
The choir loft is equipped with a ring of 4 1/2” coaxial speakers overhead all around the loft.   

Driven in mono via a QSC CX404 

Table of Contents 
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Peter Kiewit Concert Hall 
Concert Audio System Specifications cont. 

 

Clear Com 

MS440 Main Station ......................................................................................................................... 1 

RS601 Beltpack ................................................................................................................................ 10 

Single Muff Headset ......................................................................................................................... 13 

Double Muff Headset ........................................................................................................................ 1 

PTT Phone ........................................................................................................................................ 2 

Flasher FL-1 ...................................................................................................................................... 3 

 

Recording Equipment 
 

We are equipped for multi-track recording directly from the SD rack preamps via MADI with advance notice.  
Our recording system is capable of up to 128 tracks at 48k or 64 tracks at 96k.   

There is a dedicated computer for recording purposes located in the concert hall control booth. 
The facility owns 2-4GB Glyph hard drives for recording purposes. 

Please inquire with the Director of Production for information regarding the potential of recording your event. 
 

Speech Reinforcement System 

 

For shows requiring minimal or “Speech Only” amplification the Left/ Right arrays are able to be stored as well as the 
subwoofers and front fill cabinets.  In this configuration, the center array may be used as the primary PA system, in  
compliment with the remaining D&B fill speakers listed above.  In this configuration, front fill is provided via a ring of 
Renkus-Heinz loudspeakers built into the lip of the stage powered by a QSC CX702. 

Table of Contents 
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Holland Performing Arts 

House Microphone Inventory 

***All Microphones/ DI’s are subject to availability and need to be discussed during the advance*** 

 

Shure Wireless  
UR4D Dual Receiver ........................ 2 ULXP4 Receiver ........................................... 6 

UR2 KSM9 Transmitter .................... 4 ULX SM58 Transmitter ................................ 4 

UR1 Bodypack .................................. 4 ULX Bodypack ............................................. 6 

1/4” T4 Cable .................................... 4 

 

Small Diaphragm Condensers 

AKG C 391 B .................................... 2 Neumann KM184 .......................................... 6 

Shure SM81 ...................................... 2 Rode NT-5 .................................................... 2 

Shure Beta 98 D/C ............................ 4  

 

Large Diaphragm Condensers 

AKG C 414 B XLII ........................... 2 AKG C 414 B XLS ....................................... 2 

AKG C 2000 B .................................. 1 Neumann TLM 103 ....................................... 2 

Shure KSM32 .................................... 4  

 

Handheld Condensers 

Neumann KMS 105 .......................... 2 Shure Beta 87 ................................................ 6 

 

Dynamic Microphones 

AKG D 550 ....................................... 1 AKG D 112 ................................................... 1 

Sennheiser MD 421-II ....................... 6 Sennheiser MD 441-U .................................. 2 

Shure Beta 52 .................................... 1 Shure Beta 58 ................................................ 6 

Shure SM 57 ..................................... 12 Shure SM 58 ................................................. 6 

Shure SM 58 S .................................. 2 EV RE-20 ...................................................... 1 

 

Specialty Microphones 

AKG C 568 B Shotgun ..................... 2 Crown PCC 160 ............................................ 4 

DPA 4061 .......................................... 8 DPA 4066 Beige ........................................... 2 

DPA 4066 Black ............................... 1 Earthworks Piano Bar ................................... 1 

Shure Beta 91 .................................... 1 Shure SM185 ................................................ 6 

Shure MX 418 Podium ..................... 1  

 

DI Boxes 

Countryman Type 85 ........................ 3 Radial J48 ...................................................... 4 

Radial ProAV 2 ................................. 2 Proco CB-1 .................................................... 4 

Whirlwind HotBox ............................ 2 Whirlwind IMP 2 .......................................... 2 

Whirlwind Direct2 ............................ 1 

Table of Contents 
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SCOTT RECITAL HALL 

 

TECHNICAL INFORMATION PACKET 

1200 Douglas Street   Omaha, NE   68102  402.345.0606 

o-pa.org/  
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Sound 

Main Line ArrayHung 20’ apart and 20’ from back wall 
Yamaha M7CL 48 channel 16 bus digital console. 

JBL VRX932LAP ......................................................................................................................................................................... 10 

JBL VRX932LA ........................................................................................................................................................................... 6 

JBL VRX918SP ............................................................................................................................................................................ 4 

JBL VRX918S............................................................................................................................................................................... 2 

Scott Recital Hall 
Electrical/Lighting/Sound 

Control 
DXF/DWG available upon request 

Congo Sr, running Cobalt v7.3 beta w/ 5 universes ...................................................................................................................... 1 

Congo Radio Remote Focus Unit (cRRFU) .................................................................................................................................. 1 

 

Effects 

Mirror Ball w/Motor ...................................................................................................................................................................... 1 

MDG “Atmosphere” Hazer ........................................................................................................................................................... 1 
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1200 Club 

Typical Seating Configuration 

https://www.google.com/search?q=1200+club+omaha+2015&espv=2&biw=1920&bih=965&source=lnms&tbm=isch&sa=X&ei=y-8_VYHGJITXsAWjg4D4CQ&ved=0CAkQ_AUoBA#tbm=isch&q=1200+club+Scott+Recital+Hall+Omaha
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Lobby Information 

At the Holland Center we have  multiple Lobbies on four 
different levels. 
 

Ground Lobby: Ground Lobby:  This is where patrons enter 
and exit the venue.  The Box Office, Will Call, and Audience 
Services (Coat Check, ADA devices, etc.) are all on the 
ground floor.  Patrons can also enjoy preshow dining of clas-
sic American fare featuring many local, organic, and seasonal 
choices at Zinc, or a casual pre- or post-show    cocktail at 
NRG Energy Ovations. 

Orchestra Level Lobbies: On the Orchestra level, we have 
two main lobbies: The ConAgra Lobby and the First National 
Bank Lobby.  The ConAgra lobby is often divided into three 
lobbies for events that occur separately, or in conjunction 
with, events in the Scott Recital Hall or Kiewit Concert Hall.  
The Kiewit Concert Hall lighting control booth is accessed 
via ConAgra Lobby Center.  Autograph and book signings, 
and artist merchandise sales usually happen on this level.     
 

Tier 1 Lobbies: The Union Pacific Lobby on Tier 1 serve 
both the Scott Recital Hall as well as the Kiewit Concert 
Hall.  On the Scott Recital Hall side, the Tier 1 lobby grants 
patrons access to the gallery overlooking the Hall, as well as 
access to the Production Control Booth.  On the Concert Hall 
side, the Tier 1 lobby grants patrons access to the Tier 1 bal-
cony, performer access to the Choral Balcony, and produc-
tion access to the Projection Booth.  
 
Tier 2 Lobby: The grants patrons access to the Tier 2 balco-
ny of the Kiewit Concert Hall.  

Table of Contents 
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Peter Kiewit Concert Hall 
Equipment and Audio Level Restrictions 

 

 

Peter Kiewit Concert Hall – Acoustic Environment 
 

The Peter Kiewit Concert Hall is a truly unique acoustic environment. With an acoustic quietness rating of 
NC15, the room is isolated from the outside world by massive wall and ceiling structures; audible distrac-
tions such as buzzing lights, squeaking doors, bumping seats, and air circulation noises are eliminated. The 
space is engineered to project natural, non-amplified sound from the stage to listeners in every corner of the 
room.  Consequently, the Kiewit Concert Hall is extremely sensitive to any sound created within it. 
 

Special care must be taken by performers in the room to: 
• Protect the integrity of their artistic product 
• Provide for the audience’s optimum enjoyment 
• Protect the reputation for fine acoustics of the Peter Kiewit Concert Hall 
 

 

Equipment Restrictions 

 

Equipment or instruments which produce an audible, non-musical sound by virtue of their operation are not permitted in the  
Kiewit Concert Hall or backstage areas (within the acoustic isolation zone). This includes, but is not limited to: 
• Buzzing or hissing amplifiers 

• Certain types of video screens and projectors 

• Certain types of external power sources 

• Fog/haze machines 

• Moving lights other than convection-cooled Vari-Lite instruments 

 

 

Audio Level Restrictions 

 

Though reverberation time within the hall can be varied through adjustment of the acoustic banner system, amplified performances 
very easily become over-amplified in the Kiewit Concert Hall. 
• The Holland Center’s resident sound technician has authority to require lower overall dynamic levels to provide the best  
 listening experience for Kiewit Concert Hall audiences. 
• Balance issues within an ensemble remain the responsibility of the artist(s) and/or guest sound technician. 
 

 

These restrictions must be communicated 

to road managers and sound technicians prior to load-in. 
 

Table of Contents 
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Holland Performing Arts Center  
House Regulations  

 

1. Food and drinks are not permitted anywhere on stage or in the house unless required by script or contract. Food and drinks are 
permitted in dressing rooms, uncarpeted hallways and lobbies. Smoking is not permitted anywhere inside the Holland  

 Performing Arts Center.  
2. Possession or use of alcohol or any narcotic or stimulating drug is not permitted on Holland Center property. Alcoholic  
 beverages sold or supplied by the holder of the venue’s liquor license (Guckenheimer) shall be allowed.  
3. Supervision of dressing rooms is the responsibility of the licensing organization, before, during and after rehearsals and  
 performances. Licensee agrees to enforce Omaha Performing Arts policies and house regulations. The Licensee is responsible 

for the property of its performers, crew and agents during the period of licensed use.  
4. Children are not allowed backstage or in the dressing room area for safety reasons. Only children who are part of the production 

are permitted backstage and they must be under adult supervision at all times.  
5. Lobbies and house balconies are closed during rehearsals. Cast members are permitted only in licensed areas during rehearsals: 

stage, dressing rooms and the pathways directly between.  
6. Omaha Performing Arts retains control of the management of the Venue and the enforcement of Omaha Performing Arts 

policies. Only Venue-approved personnel may operate stage equipment, the elevators, sound and lighting systems. Conditions of 
stage crew employment, wages and Extra Help Stagehand quotas are regulated through an agreement between Omaha  

 Performing Arts and IATSE Local 42.  
7. Stage equipment may not be moved or taken down, electrical connections for lights or sound may not be changed, and appliances 

may not be installed without consent of the Production Manager.  
8. Walls, draperies, woodwork, furniture and upholstery of the Venue may not be nailed, taped, glued, or pinned in any way. 

This includes taped-up signage in all areas of:  
 • Stage  
 • Dressing rooms  
 • House  
 • Lobbies  
9. Floors – under no circumstances shall any table, chair, road case, display, or other fixture or device be dragged across the floors or 

surfaces of the stage and/or lobbies. Repair costs shall be charged to the Licensee.  
10. Scenery and properties must be fireproofed before being brought into the Holland Center. Open flames must be properly 

shielded. Scenery must pass the open match test as set forth in the Omaha Fire Code.  
11. Helium-filled balloons or objects are not permitted inside the Kiewit Concert Hall. A $25 charge shall apply for retrieval of each 

helium-filled balloon in the Scott Recital Hall and Holland Center lobbies.  
12. Unusual electric connections or any unusual staging effects such as water effects are permitted in connection with a           

performance only with prior approval of the Production Manager. Open flame and pyrotechnics are not permitted anywhere 
on   Holland Center property.  

13. Guests are not permitted backstage unless arrangements are made in advance with the house Director of Production. Names must 
be provided in writing to the stage door/dressing room security guard(s).  

14. Venue Management and Security personnel are on duty at all times while cast and crew members are in the Holland Center.  
15. Backstage Parking at the Dodge Street loading dock or its approach lanes is limited to vehicles authorized by the Production 

Manager 
16. Entrance and exit for all cast and crew is through the stage door located on the north side (Dodge Street) of the facility. Exit 

from the Holland Center by other than the Stage Door may result in lockout; all doors are secured during rehearsals and 
performances.  

17. Backstage doors are not opened prior to stage call for cast and crew unless prior arrangements are made with the Production 
Manager  


